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4” CONCRETE
SIDEWALK (P.C.C.)
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4” MIN. TYPE 2 CLASS B
AGGREGATE BASE COMPACTED
TO0 A MINIMUM 95% OF MAXIMUM
DRY DENSITY
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6” MIN. TYPE 2 CLASS B
AGGREGATE BASE COMFACTED TO A
MINIMUM 95Z OF MAXIMUM DRY DENSITY

FIBER—REINFORCED PORTLAND CEMENT CONCRETE (P.C.C.) SHALL HAVE THE FOLLOWING
4000 PSI MIN. COMPRESSIVE STRENGTH @ 28 DAYS, MIN. 6 SACKS

OF CEMENT PER CUBIC YARD WITH A MAX. WATER/CEMENT RATIO OF 0.45, AIR
ENTRAINMENT 6% £1.5%, SLUMP AT 1 TO 4 INCHES. ALL MATERIALS SHALL CONFORM

7O SSPWC SECTION 202.

POLYPROPYLENE FIBERS SHALL BE ADDED TO THE P.C.C.

PER THE MANUFACTURER'S RECOMMENDATIONS.

EXPANSION JOINTS 1/2—INCH WIDE SHALL BE LOCATED IN CURBS AND GUTTERS AT EACH
SIDE OF STRUCTURES, AT THE ENDS OF ALL CURB RETURNS, AND ABUTITING HARDENED
IN=PLACE CURB AND GUTTER, EXCEPT THAT EXPANSION JOINTS SHALL NOT BE INSTALLED
WITHIN 20 FEET OF AN ISLAND NOSE. EXPANSION JOINTS SHALL BE 1,/2—INCH THICK,
SHAPED TO THE CROSS SECTION OF THE CURB AND GUTTER, AND CONSTRUCTED AT
RIGHT ANGLES TO THE CURB AND GUTTER. JOINT FILLER MATERIAL SHALL CONFORM TO
SSPWC SECTION 202.10. WEAKENED PLANE JOINTS SHALL BE EVERY 10 FEET AND
ILDQ/%‘/ATED ON THE BACK, TOP AND FACE OF THE CURB AND THE TOP OF THE GUTIER
CURB & GUTTER SECTIONS SHALL BE PLACED SEPARATELY FROM SIDEWALK SECTIONS.
"BATTERED” CONSTRUCTION ALLOWED FOR NEW CONSTRUCTION, WHILE "VERTICAL”
CONSTRUCTION PERMITTED FOR RECONSTRUCTION.

WHERE ALTERNATE STANDARDS OF CURB AND GUTIER EXIST, AND THE REPLACEMENT
CUREB AND GUTTER IS GREATER THAN 20 CONTINUOUS FEET IN LENGTH, TYPE 1-A CURE
AND GUTTER SHALL BE INSTALLED WITH THE APPROPRIATE TRANSITIONS TO MATCH

INTO THE EXISTING CURBE AND GUTTER, IF DIRECTED BY THE CITY ENGINEER.

WHEN SIDEWALK IS NOT REQUIRED, BACKFILL BEHIND THE CURB TO THE TOP FOR A
HORIZONTAL DISTANCE OF 127 FROM BACK FACE OF CURB, WITH A MATCH TO EXISTING
GRADE OF NOT EXCEEDING A 3:1 SLOPE.
NOT FOR USE ON NEW CONSTRUCTION.

THE CITY ENGINEER.
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